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1. UNLESS OTHERWISE SPECIFIED ON THESE PLANS, ALL CONSTRUCTION AND MATERIAL SPECIFICATIONS SHALL BE IN ACCORDANCE WITH THE 2019 ODOT STANDARD SPECIFICATIONS AND ALL APPLICABLE SPECIAL PROVISIONS. UNLESS OTHERWISE SPECIFIED ON THESE PLANS, ALL CONSTRUCTION AND MATERIAL SPECIFICATIONS SHALL BE IN ACCORDANCE WITH THE 2019 ODOT STANDARD SPECIFICATIONS AND ALL APPLICABLE SPECIAL PROVISIONS. 2. CONSTRUCTION SIGNING AND TRAFFIC CONTROL FOR THE PROJECT SHALL MEET ALL REQUIREMENTS AS OUTLINED IN THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, LATEST EDITION CONSTRUCTION SIGNING AND TRAFFIC CONTROL FOR THE PROJECT SHALL MEET ALL REQUIREMENTS AS OUTLINED IN THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, LATEST EDITION 3. THE QUANTITIES SHOWN ARE APPROXIMATE AND PAYMENT WILL BE MADE ON ACTUAL QUANTITIES PLACED IN THE PROJECT. THE QUANTITIES SHOWN ARE APPROXIMATE AND PAYMENT WILL BE MADE ON ACTUAL QUANTITIES PLACED IN THE PROJECT. 4. CONTRACTOR SHALL COORDINATE WITH THE U.S. POSTAL SERVICE TO ACCOMMODATE MAIL SERVICE WHICH SHALL INCLUDE MOVEMENT AND REPLACEMENT OF APPLICABLE MAILBOXES AS NEEDED. CONTRACTOR SHALL COORDINATE WITH THE U.S. POSTAL SERVICE TO ACCOMMODATE MAIL SERVICE WHICH SHALL INCLUDE MOVEMENT AND REPLACEMENT OF APPLICABLE MAILBOXES AS NEEDED. 5. CONTRACTOR SHALL PREPARE CONSTRUCTION NOTICES, FOR APPROVAL BY THE ENGINEER, TO BE DISTRIBUTED TO ALL RESIDENCES & BUSINESS DIRECTLY AFFECTED BY THIS CONSTRUCTION, THE NOTICE MUST BE DISTRIBUTED AT LEAST ONE FULL WEEK PRIOR TO THE START OF CONSTRUCTION OR CLOSING OF THE STREET. CONTRACTOR SHALL PREPARE CONSTRUCTION NOTICES, FOR APPROVAL BY THE ENGINEER, TO BE DISTRIBUTED TO ALL RESIDENCES & BUSINESS DIRECTLY AFFECTED BY THIS CONSTRUCTION, THE NOTICE MUST BE DISTRIBUTED AT LEAST ONE FULL WEEK PRIOR TO THE START OF CONSTRUCTION OR CLOSING OF THE STREET. 6. CONTRACTOR SHALL CONTACT OKIE811 AND CITY OF PONCA CITY TO VERIFY LOCATION OF ALL UNDERGROUND UTILITIES PRIOR TO ANY EXCAVATION.  CONTRACTOR SHALL BE RESPONSIBLE FOR REPAIRS TO ANY DAMAGED UNDERGROUND UTILITIES. CONTRACTOR SHALL CONTACT OKIE811 AND CITY OF PONCA CITY TO VERIFY LOCATION OF ALL UNDERGROUND UTILITIES PRIOR TO ANY EXCAVATION.  CONTRACTOR SHALL BE RESPONSIBLE FOR REPAIRS TO ANY DAMAGED UNDERGROUND UTILITIES. 7. ALL WORK AND/OR MATERIALS NOT SHOWN AS A CONTRACT PAY ITEM SHALL BE CONSIDERED INCIDENTAL AND THE COST THEREOF SHALL BE INCLUDED IN THE BID PRICE FOR DESIGNATED PAY ITEMS. ALL WORK AND/OR MATERIALS NOT SHOWN AS A CONTRACT PAY ITEM SHALL BE CONSIDERED INCIDENTAL AND THE COST THEREOF SHALL BE INCLUDED IN THE BID PRICE FOR DESIGNATED PAY ITEMS. 8. CONTRACTOR SHALL PROVIDE A VIDEO OF EXISTING CONDITIONS PRIOR TO CONSTRUCTION. CONTRACTOR SHALL PROVIDE A VIDEO OF EXISTING CONDITIONS PRIOR TO CONSTRUCTION. 9. REMOVED MATERIALS, INCLUDES DIRT, SHALL NOT BE PLACED UPON THE STREET. REMOVED MATERIALS, INCLUDES DIRT, SHALL NOT BE PLACED UPON THE STREET. 10. THE CITY PREFERS THAT ALL MATERIALS BEING REMOVED BE DIRECTLY LOADED INTO TRUCKS AND REMOVED FROM THE SITE IMMEDIATELY.THE CITY PREFERS THAT ALL MATERIALS BEING REMOVED BE DIRECTLY LOADED INTO TRUCKS AND REMOVED FROM THE SITE IMMEDIATELY.
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P-1.   UNCLASSIFIED EXCAVATION SHALL BE PAID, FOR THE ENTIRE PROJECT, AT 1 LUMP SUM PRICE. NO ADJUSTMENT TO PRICE SHALL BE MADE UNLESS THERE IS A CHANGE IN SCOPE OF PROJECT APPROVED BY THE CITY ENGINEER. AN ESTIMATED IN PLACE QUANTITY OF 1120.0 CU. YDS. OF UNCLASSIFIED EXCAVATION HAS BEEN DETERMINED. CONTRACTOR SHALL REVIEW THE PROJECT AND SATISFY THEMSELVES OF THE VOLUME OF DIRT TO BE EXCAVATED. P-2.   THIS ITEM FOR THE 2 FEET WIDE AREA BEHIND BACK OF CURB THAT MUST BE EXCAVATED FOR REMOVAL AND REPLACEMENT OF CURB AND GUTTER. MATERIAL MAY BE STOCK THIS ITEM FOR THE 2 FEET WIDE AREA BEHIND BACK OF CURB THAT MUST BE EXCAVATED FOR REMOVAL AND REPLACEMENT OF CURB AND GUTTER. MATERIAL MAY BE STOCK PILED ON SITE BEHIND THE CURB EXCAVATION AND REPLACE UPON COMPLETION OF CURB AND GUTTER. P-3.   USE TEMPORARY SILT FENCE AND ROCK FILTER DAM AS DIRECTED BY CITY.   P-4.   PRICE BID FOR SODDING SHALL INCLUDE COST FOR APPLYING FERTILIZER. THE FERTILIZER SHALL BE 10-20-10 APPLIED AT A RATE OF 75 LBS. PER 1000 SQ. YDS. CONTRACTOR TO APPLY SOD TO ALL DISTURBED AREAS CAUSED BY CONSTRUCTION ACTIVITIES. PRICE TO INCLUDE WATERING OF SODDING ESTIMATED AT 15 GALLONS PER SQUARE YARD.   P-5.  ODOT TYPE A AGGREGATE BASE SHALL BE COMPACTED TO A MINIMUM 95% OF STANDARD PROCTOR DENSITY.  P-6.  THIS ITEM IS FOR THE 2 INCH LEVELING COURSE OF LIMESTONE SCREENINGS TO BE PLACED UNDER THE NEW STREET PAVING.  THE COST TO PROVIDE LIMESTONE THIS ITEM IS FOR THE 2 INCH LEVELING COURSE OF LIMESTONE SCREENINGS TO BE PLACED UNDER THE NEW STREET PAVING.  THE COST TO PROVIDE LIMESTONE SCREENINGS UNDER SIDEWALKS, WHEELCHAIR RAMPS, AND DRIVEWAYS SHALL BE INCLUDED IN THE PRICE BID FOR THOSE ITEMS. P-7.   WHERE SHALLOW UTILITIES ARE ENCOUNTERED CONTRACTOR SHALL OVER EXCAVATE AN ADDITIONAL DEPTH OF 6 INCHES, 2 FEET EACH SIDE OF UTILITY. EXCAVATED AREA SHALL BE FILLED WITH ODOT TYPE A AGGREGATE BASE AND COMPACTED TO A MINIMUM 95% OF STANDARD PROCTOR. COST TO BE INCLUDED IN PRICE BID FOR SUBGRADE METHOD B. P-8.   GEOTEXTILE REINFORCEMENT SHALL BE TENCATE MIRAFI 160N OR EQUAL. P-9.    SEE JOINT LAYOUT AND JOINT DETAILS ON SHEET 12,13, AND 16 FOR STANDARD JOINT CONSTRUCTION INFORMATION. P-10.   6" INTEGRAL BARRIER CURB IS NOT MEASURED ACROSS DRIVE OPENINGS OR ALONG ALLEY RADII. NOT MEASURED ACROSS DRIVE OPENINGS OR ALONG ALLEY RADII.  MEASURED ACROSS DRIVE OPENINGS OR ALONG ALLEY RADII. P-11.   SIDEWALK, WHEELCHAIR RAMPS AND DRIVEWAYS SHALL BE CONSTRUCTED WITH A MINIMUM 1" COMPACTED SAND OR LIMESTON`E        SCREENINGS CUSHION. THE PRICE BID FOR SIDEWALKS, WHEELCHAIR RAMPS AND DRIVEWAYS SHALL INCLUDE THE COST OF THE SAND OR LIMESTONE SCREENINGS CUSHION. P-12.   DRIVEWAY & SIDEWALK QUANTITIES WILL BE PAID PER THE QUANTITIES SHOWN IN THE DRIVEWAY SCHEDULES IN THESE PLANS NO VARIATIONS FROM THESE   QUANTITIES WILL BE ACCEPTED UNLESS THERE IS AN APPROVED CHANGE IN SCOPE (INC. OR DEC.). P-13.   WHEELCHAIR RAMPS SHALL INCLUDE INSTALLATION OF TACTILE WARNING DEVICE. COLOR SHALL BE BRICK RED. P-14.    " EXPANSION JOINTS ARE REQUIRED BETWEEN THE EDGE OF SIDEWALK AND DRIVES AND WHERE THE WHEELCHAIR RAMPS TIE TO THE SIDEWALK.  ALL EXPANSION 12" EXPANSION JOINTS ARE REQUIRED BETWEEN THE EDGE OF SIDEWALK AND DRIVES AND WHERE THE WHEELCHAIR RAMPS TIE TO THE SIDEWALK.  ALL EXPANSION JOINTS SHALL BE SEALED.  P-15.  ALL ITEMS BEING REMOVED SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL BE DISPOSED OF IN A MANNER APPROVED BY THE CITY ENGINEER. ALL ITEMS BEING REMOVED SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL BE DISPOSED OF IN A MANNER APPROVED BY THE CITY ENGINEER. ITEMS SPECIFIED FOR REMOVAL SHALL NOT BE MEASURED FOR PAYMENT UNDER THE UNCLASSIFIED EXCAVATION BID ITEM. P-16.   CONSTRUCTION STAKING SHALL BE PROVIDED BY AN OKLAHOMA LICENSED LAND SURVEYOR. HORIZONTAL LOCATION OF PROPOSED BACK OF CURB SHALL BE STAKED AT EVERY 25 FOOT STATION AND AROUND RADIUS. HUBS SHALL BE PLACED AND FLAGGED STAKES AT EVERY HUB SHOWING OFFSET DISTANCE, STATION, AND CUT/FILL TO TOP OF CURB ON BOTH SIDES OF STREET.  SIDEWALK LOCATIONS AND ELEVATIONS TO BE STAKED BY SURVEYOR AS WELL. CONTRACTOR ASSUMES ALL RISK AND RESPONSIBILITY FOR STAKING AND CONFIRMING THE SUBGRADE ELEVATIONS AND SCREENINGS LEVEL ELEVATIONS PRIOR TO POURING THE CONCRETE PAVEMENT. P-17.   CONTRACTOR SHALL COORDINATE WITH THE TRAFFIC ENGINEERING MANAGER AND PROVIDE A DRAWING OF THE PROPOSED CONSTRUCTION SIGNING AND DETOUR CONTRACTOR SHALL COORDINATE WITH THE TRAFFIC ENGINEERING MANAGER AND PROVIDE A DRAWING OF THE PROPOSED CONSTRUCTION SIGNING AND DETOUR ROUTE(S), TO BE APPROVED PRIOR TO CONSTRUCTION. ALSO, SEE GENERAL CONSTRUCTION NOTE NUMBER 2.
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